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SAFETY DATA SHEET

Printing date 11.09.2014 Feviston: 11.09.2014

I 1. IDENTIFICATION: PRODUCT IDENTIFIER AND CHEMICAL IDENTITY |

Product Mame: FIBREGLASS SELF-ADHESIVE PLASTERBOARD JOINT TAPE
Other Hame: Fiberglass mesh

Product Code: 0062 - 20rm Foll | 9065 - 90m Foll

Recommended Use of the Chemical and Restriction on Use:
This product is used with joint compound to reinforce plasterboard joints.

| 2. HAZARDS IDENTIFICATION |

Hazardous Nature: The product s not classified as hazardous according to the Globally Harmonized System (GHS).
Label Elements
Signal Word Vold
Hazard Statements Vool
[3. COMPOSITION AND INFORMATION ON INGREDIENTS |
Chemical Characterization: Mixtures
Description: Mo reportable hazardous substances or complex substances.
Hazardous Components: Vold
[4_FIRST AID MEASURES |

Imhalation: If inhalsd, remove 1o fresh air.

Skin Contact:
In zase of skin contact, iImmediately remaove conteminated chothing and wash affected areas with water and
soap. Seek medical atention if symploms oCour.

Eye Contact:
In case of eye contact, rinse cautously with water for several minutes. Remove contact lenses. if present and
easy to do. Conbinue rinsing. Seek medical afiention if symphboms: occwr.

Ingestion: Unlikedy 1o occur. if symptoms persist seek medical attention.
Information for Doctor

Symptoms Caused by Exposure:
Inhalation: Dusis particles and glass fikers generated during cutting of fibenglass mesh may cause mechamcal
irritation of the mouth, nose and throat. coughing and congestion

[ 5. FIRE FIGHTING MEASURES |

Suitable Extinguishing Media: Water spray, foam, carbon dicssde or dry chemical.

Specific Hazards Arising from the Chemical:
In case of fire, glass fibers are not flammable, are incombustible and don't support combustion. Only the
packaging (plastic film) is likely o burn.
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Special Protective Equipment and Precautions for Fire Fighters:
Wear Safe Work Austrakia approved self-contained breathing apparatus and full protectve clothing.

[6. ACCIDENTAL RELEASE MEASURES |

Persenal Precautions, Protective Equipment and Emergency Procedures:
Wear Safe Work Austrakia approved full protective clothing. Evacuate al non-essential personnel from
affected area. Do not breathe dust. Ensure adequate ventilation. Awvoid generating dust.

Environmental Precautions:
In the event of & major spill. prevent spdlage from entering drains or water courses.

Meathods and Materials for Contalnment and Cleaning Up:
Pick wp large pieces and clean wp the small pieces and dusts with a vacuum or by a wet sweeping fechnigus.
Do not wse compressed air. Avoed generating dust. Provide adequate ventiation.

| 7. HANDLING AND STORAGE |

Precautions for Safe Handling:

Use of safe work practices are recommended to awoid eye or skin contact and inhalation of dust or vapours.
Avosd dusts formation. Avoild unnecessary contact with dusts and fibers by using good local ventilation and
keeping the work area clean of dusts and fibers. Glasa filaments and dusts must be removed from work
parments with & vacuum cleaner and not biown off with compressed air jets.

Food, bewverages and tobacco producis should not be stored or consumed where this material is in use.
Always wash hands before smoking, eating, drinking or using the toilat. Wash contaminated cothing regularty,
separate from other laundry to avoid cross-contamination and subsequent skin imitation of nonworkers.
Provide eyewash fountains and safety showers in close proximity to points of potential exposure.

Conditions for Safe Storage: Store in a cool, dry and well ventilated area.

| 8. EXPOSURE CONTROLS AND PERSONAL PROTECTION |

Exposure Standards:

Fiber Glaas Contirwows (non-respirable) (CAS Mo, 65007-17-3)

TwiA: 1 fiber'cm3 (for respirable fibers longer than 5 pm with a diemeter less than 3 pm) - ACGIH

TWA: 5 mg/m3 (inhalable particulate) - ACGIH

Engineering Controls:

Provide exhaust ventilgtion or other enginearing confrols to keep the airborne concentrations of vapour below
occupational exposure standards.

Personal Protective Equipment (PPE):

Respiratory Protection:

Use a Safe Work Australla approved dust respirator under conditions where exposure to the substance s
apparent (e.g. generation of high concentrations of sirborne glass fibre dunng cutting, inedequate ventilaton,
development of respiratory tract imitation) and engineering contrals are not feasike. See Australian Standards
ASMES 1715 and 1716 for more information.

Skin Protection:

Leatherpigakin or cotton gloves. See Australian/New Zealand Standard AS/MZS 2161 for more information.
When selecting hand protection, the product should comply with relevant performance criteria. For example,
gloves should meet & suitable level of sbrasion resistance to provide protection against hazards of a
warkplace.

Wear long-sleeved garments and long leggings to prevent imiation and nuisance dust. Barrier cream may
alsc be applied to exposed skin areas, especially for people with delicate skin.

Occupational protective cothing (depending on conditions in which it has o be used, in particular as regards
the period for which it [s worn, which shall be determined on the basis of the seriousness of the risk, the

frequency of exposure 1o the risk, the characteristics of the workstation of each worker and the performance of
{Conkd. on page 3]
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Germ Cell Mutagenicity: Based on classdication principles, the clasaification critera are not met.

Carcinogenicity:
Glass flament, continuous is classified by IARC as Group 3 - Not classifiable as to its carcinogenicity to
humans.

Reproductive Toxlcity: Based on dassification principles, the classification criteria are not met.

Specific Target Organ Toxicity (STOT) - Single Exposure:
Based on classificabon principles, the classfication criteria are not met.

Specific Target Organ Toxicity (STOT) - Repeated Exposure:
Based on classificaton principles, the classffication critena are not mat.

Aspiration Hazard: Based on classification principles. the dassification criteria are not met.

Chronic Health Effects:
Mo chroniz health effects are associated with expoaure to continuous filament fiberglass

Existing Conditions Aggravated by Exposure: Mo information available

Additional toxicological information:
When used and handled according to specifications, the product does not have any hammful effects to our
experience and the information provided to us.

ﬁi . ECOLOGICAL INFORMATION |

Ecotoxicity: Mo information avalable
Aguatic oxicity: No informaton available
Persistence and Degradability: Mo information available
Bloaccumulative Potential: Mo information available
Maobility in Sall: No information avalabla
[i3. DISPOSAL CONSIDERATIONS |

Disposal Methods and Containers: Dispose acconding 1o applicable local and state government regulations.

Special Precautions for Landfill or Incineration:
Please consult your state Land Waste Management Authority for more information.

4. TRANSPORT INFORMATION |

UN Humber Mot regulated
Proper Shipping Name  Not regulated

Dangerous Goods Class Mot regulated

Packing Group: Mot regulated

Marine pollutant: No
ﬁ 5. REGULATORY INFORMATION |
&6 . OTHER INFORMATION |

Creation Date: 11.09.2014
Prepared by: MSDS.COMAL Pty Ltd WA MSds. com_au
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Germn Cell Mutagenicity: Based on cassfication principles, the clasaification critera are not met.

Carcinogenicity:
Glass flament, continuous is classified by IARC as Group 3 - Not classifiable as to its carcinogenicity to
humans.

Reproductive Toxlcity: Based on dassification principles, the classification criteria are not met.

Specific Target Organ Toxicity (STOT) - Single Exposure:
Basad on classificabon principles, the classfication criteria are not mat.

Specific Target Organ Toxicity (STOT) - Repeated Exposure:
Based on classificabon principles, the classfication criteria are not met.

Aspiration Hazard: Based on classification principles. the cassificaton criteria are not met.

Chronic Health Effects:
Ma chronic health effects are associated with exposure to continuous filament fibenglass.

Existing Conditions Aggravated by Exposure: Mo information available

Additional toxicological information:
When used and handled according to specificabions, the product does not hawe any harmful effects to our
experience and the information provided to us.

ﬁi . ECOLOGICAL INFORMATION |

Ecotoxicity: Mo information avalable
Aguatic axicity: No informason available
Persistence and Degradability: Mo information avallable
Bioaccumulative Potential: Mo information available
Mobility in Soll: No information avallabie
I‘IS- . DISPOSAL CONSIDERATIONS |

Disposal Methods and Containers: Dispose acconding 1o applicable local and state government regulations.

Special Precautions for Landfill or Incineration:
Please consult your state Land Waste Management Authority for more informatson.

[ia- TRANSPORT INFORMATION |

UN Humber Not regulated
Proper Shipping Mame Not regulated

Dangerous Goods Class Mot regulated
Packing Group: Mot regulated
Marine pollutant: No

ﬁ 5. REGULATORY INFORMATION |

rlﬁ . OTHER INFORMATION I
Creatlon Date: 11.09.2014
Prepared by: MSDS.COMAL Pty Ltd ww_msds. com_au
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Abbreviations and acronyms:

EHE: Globally Harmonized Sysiem of Classification and Labeling of Chemicals
ERMECE: | of g C il Chemical Substarces
ELMNCE:- European List of Notified Chemical Bubstanoes,

CAE: Chemical Absiracts Servipe (division of e American Chemical Sociefy)
LARE: Infernational Agency for Ressarch on Cancer

ETEL: Ehort Term Exposure Limit

TWA- Time: Bwerage
MEE: Masional Exprsure Standand [Sahe Work Australia - Workplaoe Expesune Standards For Arbome Contamirants)
Disclaimer

This M5DS5 iz prepared in accord with the Safe Work Australia document *Code of Practice for the
Preparation of Safety Data Sheets for Hezardous Chemecals - December 20117

The information contained in this material safety data sheet is provided in good faith and is believed to be
Bccurate at the date of issuance. Wallboard Tool Co. Pty Lid makes no representation of the accuracy or
comprehensiveness of the information and 1o the full extent allowed by law excludes all liability for any koss or
damage related to the supply or use of the information in this material safety data sheet. MEDS.COM.AL Pty
Ltd is not in a position to warrant the accuracy of the data herein. The user Is cautioned to make their own
determinations as to the suitabdlity of the information provided to the particular circumstances in which the
product is used.
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