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No.

Valve

Tubing & Conection Weight SS Tube 1/2" VTA
IP 65Indeketed Open&Closed switchesProtectionSwitch Box

Surface PreparationValve Painting
Primer Coat
Intermediate Coat

Zinc-rich epoxy / RAL7035 / 75 micron

Top Coat
Epoxy polyamide / RAL9002 / 50 micron
Epoxy polyamide / RAL9002 / 50 micron

ISO12944 SA 2 1/2

Accessories Size YES M20

SS 316 A193 B7

Bonnet type Ball
Seat Material Stem
Gasket Material Packing Material
Stem Packing Gland
Gland Bolt Stopper
Snap Ring Bolt

A216 WCB A182 F316
RPTFE A182 F316

304+Graphite Graphite
Graphite A216 WCB
A193 B7 SS 316

PROJECT: PUMP STATION

TITLE:  ON/OFF Valve Data Sheet
شرکت ملی صنایع پتروشیمی

Contractor Job No: Doc. No: 900-DAS-A4-IN-0001

8" 4CC2
Fluid State  Liquid

شرکت پژوهش و فناوري پتروشیمی

Owner Job No: 1 1

Piping Size Piping Class
Tag No. QTY UV-8002A/B 2

Pressure rating Piping material 150# CS
Amb Press Amb.Rel.Humidity Max (-20)°C / 50°C 0.82 Bara 86%

Area Classification Area NA

Flow Rate

Max.Continuous Unit Full bore Kg/h
Min.Continuous

General Data

Max.In Transients Unit Full bore Kg/h
Class Leackage IV

Unit Full bore Kg/h
Full scale Full bore

Unit 10 Barg
Allow pressure drop Unit Minimum bar

Press

Norm . Op. upstr. Press Unit 11 Barg
Max inlet pressure Unit 13 Barg
Dp. At max. flowrate

Temperature Norm . upstr. Temp Unit 40 ◦C
Max . upstr. Temp Unit 60 ◦C

Unit 18 Kg/Kmol

Visc. Viscosity at op cond Unit 1 mpa's
Solid in suspension NA

Sp. Gr.
Gases vapours Unit NA Kg/m3
Liquids Unit 1000 Kg/m3
Mol.weight

Cv Min/Norm/Max Required VTA VTA
Body type Body material Ball A216 WCB

Body

Size Body Port 8" single
Design Pressure Min. Bar a Max. Bar a VTA VTA Barg

Valve end con. & rating Seat leakage class Flange 150 # ANSI IV
Flow direction Lubricator FTO VTA

Design Temperature Min. °C Max. °C VTA VTA ◦C

Actuator

Type / Direction of action Single Action / YES
Fail Position Fail to Open 
Spring range VTA
On-Off/Modulating Single/Double Acting On/Off Single

Solenoid Valve

Type QTY 3-Way 1

Positioner

Type Peroxmity Namur 8VDC

Input Power Out put signal 24VDC Namur

Air supply Action dir. 3.5 Barg

Tag No. XV 8002A / B

VTA
Protection Certificate Non Ex YES

24VDCSupply Voltage
Protection Certificate IP 65 YES
Pressure gauge and filter and Regolator YES
Manual Control Wheel NA
Cable Gland
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