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i) Description QTY | UNIT

STEEL DRUM "LOCAL SUPPLY"

P/F STEEL DRUM "LOCAL SUPPLY"

NON-REMOVABLE HEAD (TIGHT HEAD) WITH A MINIMUM TO
CAPACITY OF 212 L", THE DRUMS SHALL BE ACCORDING
TYPE C ISO 15750-2 AND INTERNALLY COATED WITH 10

DRY FILM THICKNESS OF EPOXY PAINT SYSTEM NUMBER 7
TO TABLE 7 IPS-E-TP-100, CAPS SHALL BE SEALED WIT
SEALING MATERIAL WHICH SHALL BE COMPATIBLE WITH L
ODORANT AND DONT SWELL WHEN IN CONTACT WITH ODORA
THE COLOR OF DRUMS SHALL BE WHITE AND SIGNED WITH
WARNING STRIP,WARNING ALARM NOT WITH A BLACK SPEC
AND SIZE SHALL BE WRITTEN ON DRUM BODY,WARNING NO
OF AT LEAST WARNING SIGN AND SPECIFIC DANGER CODE
THE DRUM SHALL BE PROTECTED AGAINST ALL DAMAGES O
WITH MAY OCCUR DURING HANDING AND SHIPMENT,
DRUMS COATED WITH 10 TO 30 MICRONS DRY FILM THICK
EPOXY PHENOLIC PAINT SYSTEMS RESISTANT TO SULFUR
USED AS ODORANT.

STEEL DRUM,TOTAL CAPACITY:212 L,

(INTERNAL & EXTERNAL)DIAMETER:566+-2 & 585 MAX. 1000| NO
TOTAL DRUM HEIGHT:890+-5,CLEARANCE FROM FLOOR:4 M '
DISTANCE BEETWEEN BEADS:300+-3
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