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	مشخصات فني گازياب نقطه ای ثابت مادون قرمز (IR-Methane Gas Detector)

	1
	Gas Type
	Methane(CH4)

	2
	Sensor Type
	Infrared

	3
	Measuring Range/Display
	0-100% LEL Methane/with local display(OLED with two different colors for text and background)

	4
	Signal Output
	4-20mA autosensing sink or source/Inhibit: 1-3mA (Default 2mA)/Warning: 0-6 mA( Default 3mA)/Fault: 0mA/Over Range:
 20-21.5mA (Default 21mA)

	5
	Electrical/Digital Output
	RS-485/Modbus/HART/Relay

	6
	Material
	316 stainless steel 

	7
	Accuracy
	±1% 

	8
	Repeatability
	< ± 2% FSE at 50% FSD 

	9
	Linearity
	<5% FSD 

	10
	Response Time 
	T90 < 30 seconds ( Methane) 

	11
	Operational Temperature
	-40˚C to +70˚C temperature range

	12
	Relative Humidity(Non- Condensing)
	0-99%

	13
	Variation with pressure 
	0.1% (of reading ) per mbar

	14
	Power Supply
	10-32VDC (24VDC nom) ,< 4.5W max 

	15
	Cable Entry
	3*M20

	16
	Environmental Protection 
	IP 66 / 67

	17
	Diagnostics( and Re – Calibration ) 
	Via certified Hand – held interrogator 

	18
	Safety Approvals 
	ATEX & IECx Approvals/II 2 GD Ex d OP IS IIC Gb Ex tb IIIC Db/T96˚C ( T amb -40˚C to + 65˚C )/T86˚C ( T amb -40˚C to + 55˚C )/UL / CSA : Class 1,Div 1, groups B,C , and D ( -40˚C to +65˚C) 
IECEx: II 2 GD Ex d OP IS IIC Gb Ex tb IIIC Db T86˚C(T amb -40˚C to + 55˚C) or T96˚C (T amb -40˚C to + 65˚C)IP 66/67 

	19
	Performance Approvals
	EN 60079-29-1

	20
	Functional Safety 
	IEC61508 Safety Integrity level 2(SIL2)

	21
	Mounting
	Pipe Mounting Kit, Explosion Proof JB(Junction Box)For Termination and Mounting

	22
	Accessories
	· Calibration Kit: Calibration Cap-Silicon Hose-1Stage Flow meter /Regulator-Magnetic Pen
· Calibration Gas: %50 LEL CH4-Air Balance 2.5~3 Liters Cylinder & %100 LEL CH4-Air Balance 2.5~3 Liters Cylinder
· Installation Kit: Housing Adaptor Plate-Screw Drive Set


23- WARRANTY: At Least 1 Years: Guarantee & 10 Years: After Sell Services for all of the Gas Detectors.
Documents and Considerations:
	24
	عضویت سازندگان /تأمین کنندگان در آخرین ویرایش لیست بلند وزارت نفت (AVL) 

	25
	تاریخ ساخت گازیاب 2024 میلادی و یا از تاریخ ساخت آن بیش از 6 ماه نگذشته باشد.



