
شرکت مجتمع گاز پارس جنوبی 830 - 18 - 0200671 شماره

SPGC كارشناس خريد آقائی علی زمان
PO Box: گروه خريد:پالایشگاه هشتم-اداره خرید 9680 تلفن داخلي
Tel:
  Ext:
  Fax:

Request For Quotation  استعلام بها

Item
قلم

MESC شماره
طبقه بندي

Description شرح Unit
واحد

Req.
Qty.

Unit Price
قيمت واحد

Total Price قيمت
كل

Delivery Date
تاريخ تحويل

Remark
توضيحات

1 8800000001 COATING, WEAR & CHEMICAL RESISTANT ERCOPAIR 1111
2 COMPONENET BASE & SOLIDIFIER
Density: Base: 2.7-2.9 / Activator: 1.64-1.7 g/cm3
TEMPERATURE RESISTANCE: 50 °C immersed / 200 °C dry
The Taber abrasion resistance with 1kg Load is typically: H10
Wheels (Wet) 889 mm3 /CS17 Wheels (DRY) 56 mm3 Loss per
1000 cycles

KG 50

2 8800000002 RESIMETAL 206 Ceramic HTA Fluid
TWO COMPONENT INCLUDING Base & Activator
Density: Base: 2.55 / Activator: 0.97
Tensile Shear to ASTM D1002 on abrasive blasted mild steel
with 75 micron profile: 220kg/cm² 3125psi
Compressive strength Tested to ASTM D 695 :983kg/ cm²
13,960psi
Corrosion Resistance Tested to ASTM B117 : Minimum 5000
hours
Flexural Strength Tested to ASTM D790: 614kg/cm² 8710psi
Suitable for use in immersed conditions at temperatures up to
110°C and in dry service up to 240°C.

KG 30

3 8800000003 RESIMETAL 205 Ceramic HTA Fluid
TWO COMPONENT INCLUDING Base & Activator
Density: Base: 2.55 / Activator: 0.97
Tensile Shear to ASTM D1002 on abrasive blasted mild steel
with 75 micron profile: 220kg/cm² 3125psi
Compressive strength
Tested to ASTM D 695 :983kg/ cm² 13,960psi
Corrosion Resistance Tested to ASTM B117 : Minimum 5000
hours
Flexural Strength Tested to ASTM D790: 614kg/cm² 8710psi
Suitable for use in immersed conditions at temperatures up to
130°C and in dry service up to 240°C.

KG 20

4 8800000004 Resimetal 101 Metal Repair Paste is a two component solvent
free epoxy metal repair compound.
Volume Capacity 406cc/Kg
Compressive Strength     ASTM D695
1075kg/ cm²    (15,300psi)
Tensile Shear Adhesion    ASTM D1002
185kg/cm²      (2630psi)
Flexural Strength    ASTM D790
703kg/cm²     10,000psi
Hardness Rockwell R
ASTM D785      100
Corrosion Resistance
(ASTM B117)   5000 hours

KG 60

Page 1



Item
قلم

MESC
شماره طبقه بندي

Description شرح Unit
واحد

Req.
Qty.

Unit Price
قيمت واحد 

Total Price
قيمت كل 

Delivery Date
تاريخ تحويل 

Remark
توضيحات 

توضيحات مهروامضافروشنده

تاريخ

قيمت كل نوع ارز
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