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ITEM Q.TY DESCRIPTION MATERJAL

| 3 Nontrackmg tube MAT 49/16 Iength“SZOmm

2 3 Stress Control tupe MCC 38/14 Iength*lQOmm

3 3 Stress Control tape ELCOMASTIC 85 IengthmIOOmm
4 9 Sealing mastic ELCOMASTIC 83 Ienuth=300mm
5 3 M.V lug 70mm:2 Cu

6 3 Ear‘thing lug 16mm? Cu

7 9  Rain shed 44/1 6

8 I P.v.C tape ELCOPLAST 51

9 3 Cieaning tissue

10 3 Abrasjve cloth 25 mm x 400 mm

11 3 Copper mesh = 500mm
12 3 Copper wire length=| 000mm
13 1  Labej- Packaging
14 1 Installatiop instruction
i5 I Box carton
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. power cable accessories
- Installation Instruction
|

Heat'shrinkable Termination for single core
plastic or rubber Insulated

(wire shield/tape shield)

6 to 36 kV

(with armour / without armour)

Before starting -

Check to ensure that kit You are going to use fits the cable,
Refer to the kit lable and the title of the installation
instructions. It is possible that components work steps
have been improved since you last installed this product |
Carefully read and follow the steps in the installation
mstruction,

General instructions

- Use a propane (preferred) or butane gas torch .

- Adjust the torch to obtain a soft blue flame with a yellow
tip pencil | like blye flames should be avoided

- Keep the flame moving continuously to avoid scorching
the material .

- Clean and degrease all parts that will come into contact
with adhesive

- If a solvent is used follow the manufacture’s handling
mstruction .

- Start shrinking the tubing at the position
recommended in the instruction

- Ensure that the tubing is shrunk smoothly all round
before continuing along the cable _

- Tube should be shrunk all around the inner components
evenly and without wrinkles




