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BALL VALVE

Size: 8"
Pressure Rating:900LB ASME B16.34
Design Code: API 6D/ASME B16.34
Face to Face Dimensions: AP1 6D
Fire Testing: ISO 10497/API 607
Pressure Testing: ASME B16.34
Pattern: Long
Body Material: ASTM A105N(NACE) Pe
Bennet Material: ASTM A10SN(NACE)
’ Seat Material: AIST410
Seal: Hard Seal
Ball Material; AIST 410
Rod of Stem: 17-4PH
End Connection: 900LB RJ, Flange to ASME B16.5
Temperature Limitation: -20 ~ 200°C
Body Construnction: Fuli Bore , Split Body , Trunnion

Using For Suction Line
of Lift Gas Compressors

BALL VALVE

Size: 6"
Pressure Rating: 1500LB ASME B16.34
Design Code: AP 6D/ASME B16.34
Face to Face Dimensions: API 6D
Fire Testing: ISO 10497/AP1 607
Pressure Testing: ASME B16.34
Pattern: Long
Body Material: ASTM A10SN(NACE) Pe
Bonnet Material: ASTM AI0SN(NACE)
Seat Material: AISI 410
Seal: Hard Seal
Ball Material: AISI 410
Rod of Stem: [7-4PH
End Connection: 1500LB RJ. Fiange to ASME B16.5
Temperature Limitation: -20 ~ 200°C
Body Construnction: Fuli Bore ., Split Body , Trunnion

Using For Dischagre Line
of Lift Gas Compressors

BALL VALVE

Size: 2"
Pressure Rating:900LB ASME B16.34
Design Code:API 6D/ASME B16.34
Face to Face Dimensions: AP1 6D
Fire Testing: SO 10497/AP1 607
Pressure Testing: ASME B16.34
Pattern: Long
Body Material: ASTM A105N(NACE) Pe
Bonnet Material: ASTM A105N(NACE)
Seat Material: AISI 41C
Seal: Hard Seal
Ball Material: AISI 410
Rod of Stem: 17-4PH
End Connection: 900LB RIJ. Flange to ASME B16.5
Temperature Limitation: -20 ~ 200°C
Body Construnction: Full Bore , Split Body , Trunnion

Using For N2 Line connected
to Suction
of Lift Gas Compressors
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