
Minimum Impeller Dia.

Full Impeller Diameter

 Auto Coupling GG٢٥ / EN-GJL-٢٥٠ by Electrocutar epoxy coating Auto Coupling Gide line AISI ٣٠٤L

Gland N/A Shaft sleeve *

Bolts / nuts AISI ٣٠٤L Baseframe N/A

Impeller GG٢٥ / EN-GJL-٢٥٠
Mechanical seals

Double mechanical seals, SiC-SiC at the hydraulic side

Shaft Stainles Steel ١٫٤٠٢١ Mechanical seal (at motor side),SiC-C

Motor Casing GG٢٥ / EN-GJL-٢٥٠ Rotor N/A

Cover GG٢٥ / EN-GJL-٢٥٠ Stator N/A

Total Weight ٢٢٠              [Kg]

MATERIAL DATA

OTHER Flange Standard DIN EN ٢-١٠٩٢ (DIN ٢٥٠١)**

Cooling System By liquied PN Suction [ N/A ]bar         Discharge [١٠ ]bar

Size and Type Mechanical Seal Position of Discharge [  ] END   [  ] TOP  [ x ] SIDE  

Size Suction [* ]mm         Discharge [*]mm

MECHANICAL SEAL OR PACKING NOZZLE CONDITION

Seal Manufacturer * Position of Suction [ x ] END   [  ] TOP  [  ] SIDE  

٢٠٠                    [mm] Lubricating System closed lubrication

٢٨٦                    [mm] Lubricant Specification White oil or similar

Impeller Construction Open Bearing Housing *

Impeller Diameter ٢٣٧                   [mm] Ball Bearing Grease lubricant

MECHANICAL DATA

IMPELLER BEARING AND LUBRICATION

Impeller Type F Bearing Cover *

Differential Head *                             [m] Min. allow flow rate *                  [m٣/hr]

Pump Speed ١٤٥٠                [r.p.m] Rotor Direction [  ] CW   [ x ] CCW *

Max. power on curve *                        [kW] Suction Pressure ٠٫٤                    [bar]

Shutoff head *                         [m] Differential Pressure ٠٫٧                   [bar]

Operating Data

Required NPSH *                         [m] Pump Efficiency *

Temp. (Max/Min) ١٢ / ٢٥                                     [°C] Vapor Pressure

[x] Corrosive   [ x ] Erosive Solid Content  max.٣١١ mg/l solids

Density ١٠٠٠                                       [kg/m٣] Total Head Required ٨٫٣               [m] 

PROCESS DATA

Medium Scum and Grease PH ٨٫٥-٦٫٥

Viscosity ١٫٣٠٧-٠٫٨٩٥                          [cP] Required Flow Rate ٧٧          [m٣/hr]

P&ID Drawing PU-٠١ A/B

Scope of Supply

[x] Pump            [ ] Baseframe      [   ] Driver

Manufacturer/Country [ ] Couplings         [ x ] Discharge Elbow  [ x ] Claw

Model ٢٥٠/١٥٤-١٠٠ [ x ] Sensor     [ x ] Motor temperature [ x ] Moisture

[ x ] Suspension device and instalation guide

Quantity [٢ ] Duty          [٠] Standby Driver Electrical

Equipment Tag No. PU-٠١ A/B Operation Parallel

SUBMERSIBLE PUMP DATASHEET

Location Recycle pump (Aeration) Type Submersible centrifugal - recycle pump 

Transfer Liquid From - To Aeration to Anoxic Position [ x ] Vertical     [  ] Horizantal  
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